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The Wallbarn Class A Fixed Height Pedestal is engineered for both decking and
paving projects, including flat roofs, podium decks, balconies, terraces, and
walkways. Perfect for situations requiring paving or decking to be elevated above
the subfloor for improved drainage, these pedestals are excellent for setting up a
suspended support system in areas with very low height thresholds. Each of these
pedestals have a recommended maximum weight tolerance of 10,000kg. 

PHYSICAL AND CHEMICAL PROPERTIES

10mm Fixed
Height

15mm Fixed
Height

20mm Fixed
Height

Profile

Material Aluminium
6063 T6

Aluminium
6063 T6

Aluminium
6063 T6

Weight 0.062kgs 0.068kgs 0.074kgs

Height 10mm 15mm 20mm

Width 93mm 93mm 93mm

Length 60mm 60mm 60mm

Fire Classification Class A1 BS EN 13501-1 2018

Weight Tolerance
209.24 kN (Approximately 21392 kg) 
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Compatible Headpieces

Crucifix for Paving

Rail Headpiece 
for Decking

Pave Headpiece 
for Paving

For paving, two options are available. The first, and more economical, is the drop-in
Crucifix that secures tiles/slabs in position while also creating a drainage gap
between them. Alternatively, the Paving Headpiece can be attached to the pedestal
with a single screw, adding 3mm to the system's total height.

For decking applications, the Rail Headpiece is used, compatible with Wallbarn's
aluminium joist or any box rail/joist up to 60mm wide, also adding 3mm to the
system's height.

Optional Spreader Plate

These pedestals are suitable for hard subfloors such as concrete. For vulnerable
subfloors such as insulation, the Wallbarn Spreader Plate is available to reduce
point loading significantly and disperse weight over a 185mm diameter. 
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